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Technical information for sales          

NOTE! For the hook reaction force in the scaffold-free installations, refer to the layout drawing.
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Abbreviations
Definition Unit Note

FW1 Side Wall Width (opposite machine) mm  

FW2 Side Wall Width (machine side) mm  

LR Door Raw Opening Width mm LR = WW - (FW1 + FW2)

LL Door Clear Opening Width mm

WW Well Width mm

WD Well Depth mm

BB Car Width mm

DD Car Depth mm

PH Pit Depth mm

SH Overhead mm

CH Car Height mm

SEC Single Entrance Car mm

TTC Through Type Car mm

Persons/Load (kg) Car Size  
BB x DD mm Car Type LL (mm) LR (mm)

FW1 (mm) FW2 (mm) Well Size 
WW X WD (mm)

NOMINAL MAXIMUM NOMINAL MAXIMUM NOMINAL MAXIMUM

05/400
950 x 1100 SEC

   700(2) 1050 50 300 400 500 1500 x1550 1850 x 2050
   800(2) 1150 50 300 300 400 1500 x 1550 1850 x 2050

800 x 1200
SEC    700(2) 1050 50 300 250 350 1350 x 1650 1700 x 2150
TTC    700(2) 1050 50 300 250 350 1350 x 1810 1700 x 1810

06/450

1200 x 1000 SEC

700 1050 300 525 400 525 1750 x 1550 2100 x 2050
   700(2) 1050 50 300 650 750 1750 x 1650 2100 x 2050

800 1150 300 475 350 475 1800 x 1550 2100 x 2050
   800(2) 1150 50 300 550 650 1750 x 1650 2100 x 2050

1100 x 1150 SEC
800 1150 325  425 325 425 1800 x 1650 2000 x 2000

   700(2) 1050 50 300 550 650
1650 x 1750 2000 x 2050

   800(2) 1150 50 300 450 550
1000 x 1200 SEC    800(2) 1150 50 300 350 450 1550 x 1700 1900 x 2200

06/480

1200 x 1100 SEC 800 1150 325 525 325 425 1800 x 1600 2100 x 2000

950 x 1300
SEC    800(2) 1150 50 300 300 400 1500 x 1750 1850 x 2300
TTC    800(2) 1150 50 300 300 400 1500 x 1910 1850 x 1910

1000 x 1250 SEC    800(2) 1150 50 300 350 450 1550 x1700 1900 x 2250

08/630
MX06&V=1.6

1100 x 1400 SEC
800 1150 300 425 300 420

1750 x 1800 1995 x 2400
1100 x 1400 TTC 1750 x 1810 1995 x 1810
1100 x 1400 SEC 900

1250

350 375 350 370 1950 x 1700 1995 x 2400
1100 x 1400 SEC    900(2) 50 300 350 445 1650 x 1850 1995 x 2400
1100 x 1400 TTC 900 350 375 350 370 1950 x 1810 1995 x 1810
1100 x 1400 TTC    900(2) 50 300 350 445 1650 x 2010 1995 x 2010

08/630
MX06&V=1.0

or MX10

1100 x 1400 SEC
800 1150 325 425 325 425

1800 x 1800 2000 x 2400
1100 x 1400 TTC 1800 x 1810 2000 x 1810
1100 x 1400 SEC 900

1250

375 375 375 375 2000 x 1800 2000 x 2400
1100 x 1400 SEC    900(2) 50 300 350 450 1650 x 1850 2000 x 2400
1100 x 1400 TTC 900 375 375 375 375 2000 x 1810 2000 x 1810
1100 x 1400 TTC    900(2) 50 300 350 450 1650 x 2010 2000 x 2010

10/800

1350 x 1400 SEC 800 1150 375 625 375 475 1900 x 1850 2250 x 2400
1350 x 1400 SEC 900 1250 350 575 350 425 1950 x 1850 2250 x 2400
1350 x 1400 SEC    900(2) 1250 50 300 600 700 1900 x 1950 2250 x 2400
1100 x 1650 SEC 800 1150 325 425 325 425 1800 x 2000 2000 x 2500
1100 x 1650 SEC 900 1250 375 375 375 375 2000 x 2000 2000 x 2500
1100 x 1650 SEC    900(2) 1250 50 300 350 450 1650 x 2100 2000 x 2500

12/900

1350 x 1600 SEC 800 1150 375 625 375 475 1900 x 1950 2250 x 2500
1350 x 1600 SEC 900 1250 350 575 350 425 1950 x 1950 2250 x 2500
1350 x 1600 SEC    900(2) 1250 50 300 600 700 1900 x 2050 2250 x 2500
1500 x 1400 SEC

800
1150 425 675 475 575 2050 x 1850 2400 x 2400

1500 x 1400 TTC 1150 350 575 600 675 2100 x 1810 2400 x 1810
1500 x 1400 SEC

900
1250 375 625 425 525 2050 x 1850 2400 x 2400

1500 x 1400 TTC 1250 350 500 650 650 2250 x 1810 2400 x 1810
1500 x 1400 SEC

   900(2) 1250 50 300 750 850 2050 x 1950 2400 x 2400
1500 x 1400 TTC 1250 50 300 750 850 2050 x 2010 2400 x 2010

1400 x 1500 SEC
800 1150 400 645 400 495 1950 x 1950 2290 x 2500
900 1250 350 595 350 445 1950 x 1950 2290 x 2500

   900(2) 1250 50 295 650 745 1950 x 2050 2290 x 2500

13/1000

1400 x 1600(3)
SEC

900

1250

350 595 350 445 1950 x 1950 2290 x 2500
   900(2) 50 295 650 745 1950 x 2050 2290 x 2500

TTC
900 350 595 350 445 1950 x 2010 2290 x 2010

   900(2) 50 295 650 745 1950 x 2210 2290 x 2210

1600 x 1400

SEC
900

1250

450 695 450 545 2150 x 1850 2490 x 2400
TTC 350 545 600 695 2200 x 1810 2490 x 1810
SEC

   900(2) 50 295 850 945 2150 x 1950 2490 x 2400
TTC 50 295 850 945 2150 x 2010 2490 x 2010
SEC 1000 1350 400 645 400 495 2150 x 1850 2490 x 2400
SEC 1100 1450 450 590 450 450 2350 x 1850 2490 x 2400

1100 x 2100

SEC
800 1150

325 420 325 420 1800 x 2450 1990 x 2800
TTC 325 420 325 420 1800 x 2510 1990 x 2510
SEC

900
1250

375 375 375 375 2000 x 2450 2000 x 2800
TTC 375 375 375 375 2000 x 2510 2000 x 2510
SEC

   900(2) 50 295 350 445 1650 x 2550 1990 x 2900
TTC 50 295 350 445 1650 x 2710 1990 x 2710
SEC

1000
1350

425 425 425 425 2200 x 2450 2200 x 2800
TTC 425 425 425 425 2200 x 2510 2200 x 2510
SEC

   1000(2) 100 210 430 430 1880 x 2550 1990 x 2900
TTC 100 210 430 430 1880 x 2710 1990 x 2710

1200 x 1980

SEC
900 1250

350 420 350 420 1950 x 2300 2090 x 2700
TTC 350 420 350 420 1950 x 2390 2090 x 2390
SEC

1000 1350
425 425 425 425 2200 x 2300 2200 x 2700

TTC 425 425 425 425 2200 x 2390 2200 x 2390
SEC

   900(2) 1250
50 295 450 545 1750 x 2400 2090 x 2800

TTC 50 295 450 545 1750 x 2590 2090 x 2590
SEC

   1000(2) 1350
50 295 400 445 1800 x 2400 2090 x 2800

TTC 50 295 400 445 1800 x 2590 2090 x 2590

1400 x 1700

SEC
900 1250

350 595 350 445 1950 x 2050 2290 x 2500
TTC 350 595 350 445 1950 x 2110 2290 x 2110
SEC

1000 1350
425 515 425 425 2200 x 1990 2290 x 2500

TTC 425 515 425 425 2200 x 2110 2290 x 2110
SEC

1100 1450
450 450 450 450 2350 x 2050  2350 x 2500

TTC 450 450 450 450 2350 x 2110 2350 x 2110
SEC

900(2) 1250
50 295 650 745 1950 x 2150 2290 x 2500

TTC 50 295 650 745 1950 x 2310 2290 x 2310
SEC

1000(2) 1350
50 295 550 645 1950 x 2150 2290 x 2500

TTC 50 295 550 645 1950 x 2310 2290 x 2310
SEC

1100(2) 1450
50 295 450 545 1950 x 2150 2290 x 2500

TTC 50 295 450 545 1950 x 2310 2290 x 2310

(2) For side opening door. Please contact KONE representative for details

Speed (m/s) Car Interior Height (mm)
Door Height

(mm)
Floor Door cutout height 

(mm)

Pit depth
PH(mm)

Overhead
SH(mm)

NOMINAL MAXIMUM NOMINAL MAXIMUM

1.0

2100

2000

2100

2225

2325
1150 1650

3500 5000

2200 3600 5000

2300 3700 5000

2400 3800 5000

1.6

2200
2000

2100

2225

2325
1350(1)  2100

3850 5000

2300 3950 5000

2400 4050 5000

(1) When TTC car and DD<2000mm, add 200mm to NOM PH
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Abbreviations
Definition Unit Note

FW1 Side Wall Width (opposite machine) mm  

FW2 Side Wall Width (machine side) mm  

LR Door Raw Opening Width mm LR = WW - (FW1 + FW2)

LL Door Clear Opening Width mm

WW Well Width mm

WD Well Depth mm

BB Car Width mm

DD Car Depth mm

CH Car Height mm

PH Pit Depth mm

SH Overhead mm

SEC Single Entrance Car mm

TTC Through Type Car mm

Persons/Load 
(kg)

Car Size  
BB x DD mm Car Type LL (mm) LR (mm)

FW1 (mm) FW2 (mm) Well Size 
WW X WD (mm)

NOMINAL MAXIMUM NOMINAL MAXIMUM NOMINAL(2) MAXIMUM(2)

15/1150 
1.0 to 1.75m/s

1800 x 1450 SEC
1000 1200 550 750 750 785 2500 x 2000 2735 x 2400
1100 1300 500 700 700 735 2500 x 2000 2735 x 2400

1700 x 1500 SEC 1000 1200 500 700 650 700 2350 x 1950 2600 x 3450

1500 x 1800 SEC 900 1100 450 650 600 650 2150 x 2150 2400 x 2650

1600 x 1550
SEC 900 1100 525 710 625 710 2250 x 2050 2520 x 2500

TTC 900 1100 850 1035 340 385 2290 x 2240 2520 x 2240

1200 x 2100 SEC 900 1100 475 510 475 760 2050 x 2450 2220 x 2800

1300 x 2100 SEC 1000 1200 475 720 485 600 2160 x 2450 2520 x 2950

17/1275 
1.0 to 1.75m/s

1200 x 2300 SEC
1000 1200 500 555 600 615 2300 x 2750 2370 x  3300
1100 1300 550 625 550 605 2400 x 2750 2530 x  3300

2000 x 1400 SEC
1100 1300 595 645 805 835 2700 x 2050 2780 x 2400
1200 1400 545 595 755 785 2700 x 2050 2780 x 2400

18/1350 
1.0 to 1.75m/s

2000 x 1500 SEC
1000 1200 645 1075 855 1055 2700 x 2100 3330 x 2500
1100 1300 595 1025 805 1005 2700 x 2100 3330 x 2500
1200 1400 595 975 755 955 2750 x 2100 3330 x 2500

1300 x 2300
SEC 1100 1300 550 590 550 655 2400 x 2750 2545 x 3150
TTC 1100 1300 550 590 550 655 2400 x 2790 2545 x 2790

1600 x 1800
SEC 1000 1200 495 875 655 855 2350 x 2250 2930 x 2650
TTC 1000 1200 770 1150 380 580 2350 x 2490 2930 x 2490

1500 x 2000 SEC 900 1100 440 875 660 855 2200 x 2350 2830 x 2750

15/1150(c)
1800 x 1450 SEC

1000 1200 545 985 755 965 2500 x 2100 3150 x 2500
1100 1300 545 935 705 915 2550 x 2100 3150 x 2500

1700 x 1500 SEC 1000 1200 545 935 705 915 2450 x 2100 3050 x 2500

17/1275(c)
1200 x 2300 SEC

1000 1200 500 565 600 625 2300 x 2750 2390 x  3300
1100 1300 550 635 550 615 2400 x 2750 2550 x  3300

2000 x 1400 SEC
1100 1300 595 655 805 845 2700 x 2050 2800 x 2400
1200 1400 545 605 755 795 2700 x 2050 2800 x 2400

18/1350(c)

2000 x 1500 SEC
1000 1200 645 1085 855 1065 2700 x 2100 3350 x 2500
1100 1300 595 1035 805 1015 2700 x 2100 3350 x 2500
1200 1400 595 985 755 965 2750 x 2100 3350 x 2500

1300 x 2300
SEC 1100 1300 550 600 550 665 2400 x 2750 2565 x 3150
TTC 1100 1300 550 600 550 665 2400 x 2790 2565 x 2790

1600 x 1800
SEC 1000 1200 495 885 655 865 2350 x 2250 2950 x 2650
TTC 1000 1200 770 1160 380 590 2350 x 2490 2950 x 2490

1500 x 2000 SEC 900 1100 440 885 660 865 2200 x 2350 2850 x 2250

21/1600(c)

2100 x 1600 SEC
1100 1300 645 1085 855 1065

2800 x 2150 3450 x 2550
1200 1400 595 1035 805 1015

1400 x 2400

SEC
1200 1400

165 610 735 740 2300 x 2850 2750 x 3200
TTC 165 610 735 740 2300 x 3090 2750 x 3090
SEC

1300 1500
165 610 635 640 2300 x 2850 2750 x 3200

TTC 165 610 635 640 2300 x 3090 2750 x 3090

1800 x 1800

SEC 1100 1300 545 935 705 915 2550 x 2250 3150 x 2650
SEC 1200 1400 595 925 655 825 2650 x 2250 3150 x 2650
TTC 1100 1300 870 1260 380 590 2550 x 2490 3150 x 2490
TTC 1200 1400 770 1160 380 590 2550 x 2490 3150 x 2490

1600 x 2100
SEC 1000 1200 495 885 655 865 2350 x 2450 2950 x 2850
TTC 1000 1200 770 1160 380 590 2350 x 2790 2950 x 2790

1700 x 2000
SEC 1000 1200 545 935 705 915 2450 x 2350 3050 x 2750
SEC 1100 1300 545 885 655 865 2500 x 2350 3050 x 2750

2000 x 1750
SEC 1000 1200 695 1085 855 1065 2750 x 2200 3350 x 2600
SEC 1100 1300 645 1035 805 1015 2750 x 2200 3350 x 2600
SEC 1200 1400 595 985 755 965 2750 x 2200 3350 x 2600

24/1800(c) 2350 x 1600 SEC
1100 1300 770 1210 980 1190 3050 x 2150 3700 x 2550
1200 1400 720 1160 930 1140 3050 x 2150 3700 x 2550

26/2000(c)
1500 x 2700

SEC
1200 1400

150 610 750 840 2300 x 3150 2850 x 3500
TTC 150 610 750 840 2300 x 3390 2850 x 3390
SEC

1300 1500
150 610 650 740 2300 x 3150 2850 x 3500

TTC 150 610 650 740 2300 x 3390 2850 x 3390

2350 x 1700 SEC
1100 1300 770 1210 980 1190 3050 x 2200 3700 x 2600
1200 1400 720 1160 930 1140 3050 x 2200 3700 x 2600

21/1600 
1.0 to 1.75m/s

2100 x 1600 SEC
1100 1300 645 1075 855 1055

2800 x 2150 3430 x 2550
1200 1400 595 1025 805 1005

1400 x 2400

SEC
1200 1400

165 600 735 730 2300 x 2850 2730 x 3200
TTC 165 600 735 730 2300 x 3090 2730 x 3090
SEC

1300 1500
165 600 635 630 2300 x 2850 2730 x 3200

TTC 165 600 635 630 2300 x 3090 2730 x 3090

1800 x 1800

SEC 1100 1300 545 925 705 905 2550 x 2250 3130 x 2650
SEC 1200 1400 595 915 655 815 2650 x 2250 3130 x 2650
TTC 1100 1300 870 1250 380 580 2550 x 2490 3130 x 2490
TTC 1200 1400 770 1150 380 580 2550 x 2490 3130 x 2490

1600 x 2100
SEC 1000 1200 495 875 655 855 2350 x 2450 2930 x 2850
TTC 1000 1200 770 1150 380 580 2350 x 2790 2930 x 2790

1700 x 2000
SEC 1000 1200 545 925 705 905 2450 x 2350 3030 x 2750
SEC 1100 1300 545 875 655 855 2500 x 2350 3030 x 2750

2000 x 1750
SEC 1000 1200 695 1075 855 1055 2750 x 2200 3330 x 2600
SEC 1100 1300 645 1025 805 1005 2750 x 2200 3330 x 2600
SEC 1200 1400 595 975 755 955 2750 x 2200 3330 x 2600

Person/ 
Load (kg)

Pit depth PH (mm) Overhead SH(mm) CH=2280~2700 (mm)

1.0 m/s 1.6 m/s 1.75 m/s 2.0 m/s 2.5 m/s 1.0 m/s 1.6 m/s 1.75 m/s 2.0 m/s 2.5 m/s

1150 1340 1500 1600 1800 2180

3830(a)

OR 
CH+1410(b)

CH+1570 CH+1630
4150(a) 

OR
CH+1720(b)

4450(a) 
OR

CH+2010(b)

1275 1430 1530 1600 1820 2180

1350 1430 1530 1600 1820 2180

1600 1450 1560 1600 1850 2210

1800 1580 1690 1830 1850 2210

2000 1640 1740 1890 1900 2260

(a) CH=2280~2400 mm   (b) CH=2500~2700 mm  (c) For Speeds = 2.5 m/s, BB > 1600 mm

KONE 3000 MonoSpace 
                             

Technical information for sales          

NOTE! For the hook reaction force in the scaffold-free installations, refer to the layout drawing.

  2007 KONE Corporation                                                                                                  DL1-02.16.001-KEA

All rights reserved                                                  2(8)                                                             (D) 2011-03-15


	PLANGUIDE-MONOSPACE_3000-0411-R6
	PLANGUIDE-MONOSPACE_3000S-0411-R7

