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DESIGN NAME:    Muse Pulse 
                
DESIGNER:     Woven Image – Amy Saunders 
 
ORIGIN:      Thailand/Australia 
 
COLOURS:     3 
 
WEAVE:      Non woven – Single side pigment print  
 
COMPOSITION:     100% PET (68% Recycled) 
               
PANEL DIMENSIONS:    1180mm +/- 5mm x 2800mm +/- 5mm 
 
PATTERN REPEAT:    One panel -  
       Print area 1160mm +/-10mm x 2780mm +/- 10mm 
 
THICKNESS:     9mm +/- 7% 
 
WEIGHT:      1775gsm (5.86kg/panel) +/-10% 
 
MINIMUM FOR SPECIALS:               Custom print colour = 50 panels/colourway 
 
 
PERFORMANCE  
 
COLOUR FASTNESS TO LIGHT:  ISO 105-B02 Rating: 6 
 
COLOUR FASTNESS TO RUBBING:  ISO 105-X12 Rating: Wet: 4/5, Dry: 5 
 
FIRE TEST:     ISO 9705: Group 1  
       AS3837 Classification: Group 3 
       BS EN 13501.1 Rating: C-s1,d2 
               
ACOUSTICS:     AS/ISO 354-2006 
       NRC Value: 0.30 (with no air gap)  
       NRC Value: 0.50 (with 20mm air gap) 
       NRC Value: 0.75 (with 50mm air gap) 
         
CARE:      See additional care instructions    
        
     
 
USE:          
 
VOC EMISSIONS:    ASTM D5116 Rate: <0.004mg/m²/hr (7 days) 
 
  
 
 



DESIGN: Muse Pulse
PANEL DIMENSIONS: 1180mm (+/- 5mm) x 2800mm (+/- 5mm) 
PANEL THICKNESS: 9mm (+/- 7%) 
PRINT TOLERANCE: Horizontal +/- 10mm, Vertical +/- 10mm
REPEAT UNIT: One panel – Print area 1160mm (+/- 10mm) x 2780mm (+/- 10mm)
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