
Enware-Oras Electra 
integrated wall sensor spout 
HYGIENIC AND EASY TO USE BATTERY OPERATED SENSOR TAP.  

WALL MOUNTED, EASY TO CLEAN AND SERVICE. IDEAL FOR  

OFFICES, COMMERCIAL AMENITIES, HEALTH CARE AND EDUCATION.



Modern and functional battery operated wall mounted sensor tap. Minimalist design  
with no external battery pack and full adjustability with magnetic key. 

Easy to clean and service with all components inside the spout which can be  
removed without an inner body.

It is ideal for offices, commercial amenities, health care and education.
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Enware-Oras Electra integrated wall sensor spout 

• No external parts or battery packs

• Low battery warning indicator

• Long battery* life

• Integrated isolation valve 

• 2 lengths available – 185mm and 235mm

• Adjustable for sensor range and  
run time using magnetic key 

• Adjustable flow time from 10-300 seconds 

• Auto flush setting 

• Cleaning mode

• Adjustable intelligent afterflow

• Standard laminar aerator

• Suitable for cold or mixed water  
– includes indicator rings (blue/yellow)

*2x Lithium Battery AA 1.5V

features

Order Codes:
ENM6186 Electra Wall Sensor Spout 185mm 
ENM6187 Electra Wall Sensor Spout 235mm

benefits

• Hygienic no-touch design

• Easy to install and service

• Suitable for retrofit

• Anti vandal

• Great for water efficiency

applications

• Offices and commercial amenities

• Health care 

• Education 

AS/NZS 3718
WM40054

The more
stars the more
water efficient

5.5    litres per
    minute

WATER RATING
www.waterrating.gov.au


